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The #1 Air Compressor 
For Dry Pipe 

Fire Protection Systems.

C'-Aire Sprink ler air compressors 
are designed for  high volume 
cubic feet of air per minute at  
the  medium pressures required 
for  the systems.  All  C'-Aire 
compressors  have  hand  fitt ed,  
UL precision  assembled and tested 
components, to insure the quali ty 
and performan ce one would 
expect from the best source of fire 
protection compressors i n the 
industry.
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The Leader in Quality and Design

...Since 1979
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Quality Sprinkler System Air Compressors
Motor Driven Air Compressors for Dry Pipe Sprinkler Systems

* Canister Dry Type Replacement Filter/Silencer
* Totally Enclosed Belt Guard
* Base Mount
* ASME, Tank Mount Vertical or Horizontal
* Automatic Pressure Switch,  Start/Stop Control
* Safety Valve, Gauge, Tank Drain, Oil Drain, Ball Valve

C'-Aire Sprinkler Replacement Pumps
HP Bore & Stroke RPM Model

3/4 2.08 x 1.57 1 1130 K-3 2.5 20
1 1/2 2.61 x 1.81 1 871 K-8 3.2 – 3.9 20
1 - 2 2.08 x 1.97 2 974 K-11 6 25
2 – 3 2.61 x 1.97 2 766 – 975 F25 6.0 – 8.4 60

5 SPL 2.96 x 1.97 2 877 - 1022 F36 10.2 – 12.2 61
3 2.75 x 1.97 2 944 – 1111 K-18 8.4 – 12.0 42

5 4.13 & 2.05 x 3.31 2 642 – 875 K-30 13.2 -18.0 87

5 – 7 ½ 3.54 x 3.31 2 630 – 805 K35 17.0 – 22.7 89

* Average CFM Is Average CFM Delivered 0 to 40 PSIG.

Cyl Price
Average 

CFM*
Weight 

LBS

Helpful formula to determine compressor CFM to system.
System Gallons x .012 = Minimum CFM required to fill system to 40 PSI in 30 
minutes.

Accessories
Part # Description Price
100-FIRE Installation Kit
1005 H 1/2"x12" Metal Flex Pipe
1006 H 3/4"x12" Metal Flex Pipe
1007 H 1"x12" Metal Flex Pipe
1008 H 1 1/4"x18" Metal Flex Pipe
1009 H 1 1/2"x18" Metal Flex Pipe
1011 H 2"x18" Metal Flex Pipe
140-0025 1/4" Ball Valve
140-0050 1/2" Ball Valve
FR1003 Mounting Pad
LU25 QT 1 Quart C'-Aire Oil
LU25 GAL1 Gallon C'-Aire Oil
69MC7Y Pressure Switch
69HAU3 Pressure Switch

Custom Built Tank Mounted And Base Plate Mounted
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. Ph. Voltage    Price Pump RPM

Horizontal Vertical

L D H L D H

¾

1

115/230

3 Gal. S175T
K-3 1130 2.5 175

70 28" 10" 22"
B/P S175B 65 23" 13" 16"

1 ½
3 Gal. S265T

K-8
715 3.2 265

70 28" 10" 22"
B/P S265B 65 23" 13" 16"

1 ½
3 Gal. S325T

871 3.9 325
70 28" 10" 22"

B/P S325B 65 23" 13" 16"

2
30 Gal. S500T

F25

766 6.0 500
175 38" 19" 35" 23" 19" 53"

B/P S500B 105 23" 13" 14"

3

230

30 Gal. S700T
975 8.4 700

190 38" 19" 36" 23" 19" 54"

B/P S700B 115 23" 13" 15"

5
30 Gal. S850T

F36
877 10.2 850

190 38" 19" 36" 23" 19" 54"
B/P S850B 115 23" 13" 15"

SPL
30 Gal. S1000T

1020 12.0 1000
195 38" 19" 36" 23" 19" 54"

B/P S1000B 120 23" 13" 15"

5
1 S1300T1

K-35

630 17.0 1300
445 48" 24" 49" 30" 23" 72"

3 S1300T3 300 31" 18" 23" 30" 23" 72"

7 ½
1 S1700T1

805 22.7 1700
450 48" 24" 49" 30" 23" 72"

3 S1700T3 305 21" 18" 23" 30" 23" 72"

*Model Number Indicates System Capacity In Gallons
** B/P = Base Plate Mount Includes Control Package To Maintain Dry System Pressure

Tank 
Size**

Model 
Number*

Bore x 
Stroke

Average 
CFM

Systems 
Capacity

Weight 
LBS

2.08 x 
1.57

Vertical 
tanks not 

available in 
these 

smaller 
sizes

2.61 x 
1.81

2.61 x 
1.97

2.96 x 
1.97

60 Gal 
Horiz. 
Or 80 
Gal. 
Vert.

3.54 x 
3.31
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Sprinkler System Air Compressors

C'Aire tank mounted compressors are designed with fully automatic controls, ASME safety valve, pressure gauge, oil drain, 
tank drain, unloader, check valve, mounted on a ASME receiver. Multiple dry valves may be supplied from one compressor
tank which is a constant source of air. The compressors also have a optional starter which can be added.

C'-Aire base mounted compressors are designed with the same high quality and performance as the tank mounted units.
Base mounted compressors are mounted on a heavy steel base with floor mounting holes. 

Model: S500B Model: S175T

Model: S325TModel: S500T

Standby air maintenace through 
regenerative twin tower drying, and annual
system maintance  through replaceable 
dessicant.  Open the main air supply  
between the air compressor and the air 
maintance device. Install a tee for the dryer
supply line,  a ball valve for the by-pass 
option, and one more tee for the return line
from the dryer. A simple pressure switch    
adjustment on the air compressor and a 
easy  electrical  connection and the system 
is working.Model: S1300T1

DRYPIPE II  - 40   F  SUPER DRYo

Systems Sized up to 2500 Gallons
18º



Sprinkler Accessories
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Installation Kit

Pressure Switches

Tank Mount ing Pad

Vibration Eliminator

Part 100-FIRE Sprinkler Installation Kit
This kit includes 4 tank mounting pads and
a metal flex hose for a quiet compressor
installation.

250-1003 Mounting Pad
Use the tank mounting pad to
dampen the vibration of your
sprinkler unit.

Use the metal flex pipe in your
compressor     installation     to
keep   the    vibration   of   your
compressor   from   transfering
into your lines.  This  will   make
for     a     quieter      compressor 
operation.

1005      1/2" x 12"
1006      3/4" x 12"
1007        1" x 12"
1008  1 1/4" x 18"
1009  1 1/2" x 18"
1011        2" x 18"

69MC7Y Pressusre switch
Use our high quality  
pressure switches  for    
controlling your sprinkler
unit.                                    

Ball Valves

Use   our   full  flow inline ball valves in your sprinkler system   
to   prevent   the   drop   in   the  volume  of   air  that   happens 
through  the  use  of  other   types  of   valves. These valves can   
be  used anywhere  in  your   system  to allow  for  a quick shut 
off  point.

140-0025  BALL VALVE  1/4" FPT FULL FLOW
140-0050 BALL VALVE   1/2" FPT FULL FLOW

Use  C’-Aire Compressor  Oil for your 
sprinkler unit. SEE: Page 3

Air Compressor Oil

LU25 QT Quart of C’-Aire Oil
LU25 GAL Gallon of C’-Aire Oil

69HAU3 Pressure Switch
This is a low pressure 
switch, under 60psi, with
a narrow 7-10psi
differental range.

SPR 202-5


